
CARESTREAM DRX-1 System

More Information
To learn more about the CARESTREAM DRX-1 System, 
contact your local authorized distributor or 
Carestream Health representative.

Carestream Health, Inc.
150 Verona Street
Rochester, NY  14608
U.S.A.

CARESTREAM and DIRECTVIEW are trademarks of Carestream Health, Inc.
The Kodak trademark and trade dress are used under license from Kodak.
Printed in U.S.A.  03/09  © Carestream Health Inc., 2009.          M1-407         CAT No. 1666528

www.carestreamhealth.com

Capture digital radiography images using your conventional x-ray 
equipment and procedures. Converting to DR workflow and productivity 
is fast, easy, and cost-e�ective with the CARESTREAM DRX-1 System. 
This innovative system features the world’s first wireless 
cassette-sized DR detector, which simply slides into your 
table or wall-stand Bucky, or can be used for table-
top projections, just like a conventional cassette.
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6 Monogram Place
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Specifications
Wireless cassette-sized detector, 
ISO 4090
• Wireless standard 802.11 n
• Image size: 35 x 43 cm
• Maximum external dimensions: 
   same as 35 x 43 cm cassette
• Weight: 8.5 lbs (3.9 kg)
• Pixel pitch: 139 m
• Power: On-board rechargeable battery or 
external battery charger
• Captures 70 to 90 images on a single 
charge
• Can be used with your standard grids

Capture console
• Touch-screen interface
• Controls DR imaging functions – including
HIS/RIS patient data access and image 
review and management

Battery charger
• Accommodates up to three batteries for 
recharging
• Power: 90–264 V, 50–60 Hz, 75 W max 

Optional power/communications tether
• Connects detector to the capture console 
for wired image transmission, or to the 
battery charger for trickle charging when 
the detector is used in a Bucky.

SIMPLE. GENIUS.

SIMPLE. GENIUS.




